S

30x30x7mm(1.18"x1.18"x0.28")

HOUSING Thermoplastic PBT, UL94V-0
IMPELLER Thermoplastic PBT, UL94V-0
BEARING Sleeve or Bearing

OPERATING TEMPERATURE -10°C to + 60°C

DIELECTRIC STRENGTH 5mA Max. at 500 VAC for 1 minute
INSULATION RESISTANCE 10M Q min. @500 VDC

WEIGHT 6.2g

ROHS COMPLIANCE Yes

IP LEVEL IP21 (Special IP Rating On Request)

SPECIFICATION

D3007V5XL-YH 5 0.12 0.60 5000 0.09 2.22 1.66 0.05 22
D3007V12H-YH 12 0.13 1.56 13000 0.25 6.3 S/ 0.11 36
D3007V12M-YH 12 0.10 1.20 11000 0.22 5.68 3.38 0.10 32
D3007V12L-YH 12 0.07 0.84 8000 0.19 4.72 3.28 0.09 25
D3007V12XL-YH 12 0.05 0.60 5000 0.09 2.22 1.66 0.05 22
D3007V5L-YH 5 0.17 0.85 8000 0.19 4.72 3.28 0.09 25
D3007V5M-YH 5 0.25 1.25 11000 0.22 5.68 3.38 0.10 32
D3007V5H-YH 5 0.32 1.60 13000 0.25 6.30 3.71 0.11 36

DIMENSION

ROTATION DIRECTION AIR FLOW
¥ Y <=

30+0.3 [1.1840.01]
24+0.15 [0.94+0.01]

. 7.5+0.2 [0.30+0.01]

30+0.3 [1.18+0.01]
2440.15 [0.94+0.01

\4@3.410.15
[4x20.1340.006] UNIT:mm[inch]
4x94.8+0.15
[4x¢0.1940.006]
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AIR PERFORMANCE

inchHD  mm/HD

[=1
P
I

=
-
(1=}

STATIC PRESSURE
g =

=
o &

1.2
-6.0

-4.8
-3.6
-2.4

-1.2
L0

D3007-YH

\

N\
N

H\""\
%h

A

AN

o

0.14 m= /min

48 CFM

002 005 o007 009 0N
L 1 I 1 I I |
08 16 24 32 40
AIR FLOW

auvaushs



