Lal€1:) 185145-EP

185x145mm(7.28"x5.71")

MOTOR EC brushless motor

HOUSING Aluminum die casting

IMPELLER PA66+GF30 anti-static & fire resistant plastic
BEARING Ball

INSULATION Class B

OPERATING TEMPERATURE
DIELECTRIC STRENGTH

0°C to + 70°C
3mA Max. at 1500 VAC 50Hz for 1 sec

WEIGHT 1.90 kg
ROHS COMPLIANCE Yes
IP LEVEL 1P20

TERMINAL Molex Mini-Fit.Jr 39-30-3055 (Controls), RASTS
LEAD WIRE (Mains)
AWG#22 UL1007 (Controls), AWG#18 UL1007 (Mains)
SPECIFI
MODEL NO RATED RATED INPUT SPEED | MAX.AIR PRESSURE | MAX. AIR FLOW I\ég%i;ﬁ
: VOLTAGE(V) | CURRENT(A) | POWER(W) (RPM) inchH20 | mmH20 | CFM | m3/min @1M
EGB185145V2HB-EP 230 1.6 200 8400 15.3 387.6 127.1 3.6
DIMENSION
145.2 [5.71]

190.7 [7.51]

1B4.4 [7.26]

50.2 [1.98

731 [2.88]

UNIT:mm[inch]
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