SPECIFICATION

HOUSING
IMPELLER
BEARING

124 28080M-

OPERATING TEMPERATURE

INSULATION

OPERATING VOLTAGE RANGE

DIELECTRIC STRENGTH
INSULATION RESISTANCE

MOTOR TYPE
SAFETY
TERMINATION
WEIGHT

ROHS COMPLIANCE
IP LEVEL

DA ———F¢

280x280x80mm(11.02"x11.02"x3.15")

Aluminum Die Casting

Metal

Ball

-20°C to + 70°C

Class F

85 VAC to 125 VAC for 115V Type
185 VAC to 245 VAC for 230V Type
5mA Max. at 1800 VAC for 1 second
10M Q min. @500 VDC

AC Induction Capacitor Motor
Thermally Protected

Terminal Block

3.05 kg

Yes

IP54 (Special IP Rating On Request)

A28080V1HBTM-DA 115 0.81/1.20 | 94.0/136.0 | 2650/2900 | 0.925/0.80 | 23.5/20.5 [1030/1150|29.1/32.54)  70/73
A28080V2HBTM-DA! 230 043/0.63 | 95.0/138.0 | 2650/2900 | 0.925/0.80 | 23.5/20.5 |1030/1150|29.1/32.54]  70/73
DIMENSION
ROTATION DIRECTION AR FLOW
N -

#320 [12.60]

20540.3 [11.61£0.01]

P.C.0.#250+0.3

[P.C.0.#11.420.012]

BO£0.5 [3.15£0.02]

7 [0.28]

UNIT: mm[inch]
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AIR PERFORMANCE
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