




































A12038V1H-S
A12038V1M-S
A12038V1L-S
A12038V2H-S
A12038V2M-S
A12038V2L-S

115
115
115
230
230
230

50/60
50/60
50/60
50/60
50/60

50

0.25/0.21
0.14/0.13
0.10/0.10
0.12/0.10
0.07/0.06

0.06

17.0/15.0
12.0/11.0

9.0/8.0
17.0/15.0
12.0/11.0

9

2650/3000
2500/2400
2300/1800
2650/3000
2500/2400

2050

0.35/0.35
0.24/0.14

0.24/0.14
0.16

0.16/0.07
0.35/0.35

8.9/8.9
6.0/3.5
4.0/1.9
8.9/8.9
6.6/3.5

4

95/105

95/105

84/77

84/77
76

76/55

2.6/2.9
2.3/2.2
2.2/1.6
2.6/2.9
2.3/2.2

2.2

45/49
43/45
41/42
45/49
43/41

46















220/250
210/240

210/240
220/250

6.23/7.08

6.23/7.08
5.94/6.79

5.94/6.79

55/61
53/59
55/61
53/59

A15055V1SLB-DA

A15055V2SLB-DA

115
115
230
230

50/60
50/60
50/60
50/60

0.28/0.24
0.25/0.23
0.11/0.12
0.11/0.11

27/27
27/27
24/27
26/26

2800/3300

2800/3300
2650/3050

2650/3050
0.55/0.70 14.0/18.0

12.5/13.5
14.0/18.0
12.5/13.5

0.49/0.53

0.49/0.53
0.55/0.70















345/380
345/380

9.8/10.8
9.8/10.8

60/64
60/64

A16062V1H-S
A16062V2H-S

110
220

50/60
50/60

0.49/0.49
0.25/0.25

48/55
48/55

2800/3100
2800/3100

0.78/0.92 19.9/23.3
19.9/23.30.78/0.92



























230/270
210/250

210/250
230/270

6.5/7.64

6.5/7.64
5.94/7.07

5.94/7.07

55/61
53/59
55/61
53/59

A17251V1SLB-DA
A17251V1HB-DA
A17251V2SLB-DA
A17251V2HB-DA

115
115
230
230

50/60
50/60
50/60
50/60

0.28/0.24
0.25/0.23
0.11/0.12
0.11/0.11

27/27
27/27
24/27
26/26

2800/3300

2800/3300
2650/3050

2650/3050
0.64/0.78 16.5/20.0

14/15.5
16.5/20.0
14/15.5

0.55/0.61

0.55/0.61
0.64/0.78







360/340
360/340

10.19/9.62
10.19/9.62

56
56

A22060V1H-C
A22060V2H-C

115
230

50/60
50/60

0.6/0.6
0.35/0.32

40/40
44/44

2600/2200
2600/2700

0.22/0.11 5.5/2.8
5.5/2.80.22/0.11

























685/605
470/546

470/546
685/605

19.4/17.1

19.4/17.1
13.3/15.5

13.3/15.5

66/68
52/54
66/68
52/54

A25089V1HB-S
A25089V1MB-S
A25089V2HB-S
A25089V2MB-S

115
115
230
230

50/60
50/60
50/60
50/60

0.55/0.62
0.22/0.24
0.26/0.30
0.16/0.14

60/67
34/37
60/67
34/37

2100/1800

2100/1800
1400/1600

1400/1600
0.34/0.28 8.6/7.1

7.0/8.6
8.6/7.1
7.0/8.6

0.28/0.34

0.28/0.34
0.34/0.28






























